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Device Boxes
Low-profile electrical box

NEW

The low-profile solutionThe low-profile solution
presents our exclusive low-profile electrical box.

The BCR2000 is the ideal solution for Novoclimat® construction.
• Quick to install: at least 3 times faster than current methods
• No need to cut and damage the vapor barrier
• Can be installed on all types of vapor barriers certified Novoclimat®

• 18 cubic inch capacity: 50% more than traditionnal boxes
• One CI4004 connector included
• CSA approved for mounting with only one screw

also has a new and exclusive protector plate.

• Protects cables running on top of a stud
• Easy to install

That’s not all!

®

®

IBERCATE.pdf   14 11/25/2011   10:09:26 AM



Position the box on
top of the stud.

Screw the box to the
stud using the center
hole for one screw
mounting.

Insert the cable into
the box.

• View with drywall installed.
• Will accept most GFCI outlets.
• Maximum depth of 1-1/8”.

The innovative design will
allow you to easily extract the
box without damaging the
drywall.

CI66-PPH
The protector plate can be
used for a single stud
or multiple stud installations.

As easy as 1•2•3
1

2

3
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Technical Specifications

Device Boxes
Low-profile electrical box

Capacity Ground
Cat. No. (Cu. in.) Usage Screw Knockout Packaging

2” Deep — Non-Gangable — 3-3/4” x 4” x 2”
BCR2000 18.0 KO - 2 x 1/2 in. 25

CI66-PPH – – – – 50
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Capacity Features Knockouts
Cat. No. (Cu. in.) ears bracket 1/2” ends 1/2” bottom

2” Deep — Gangable — 3” x 2” 
CI425 10.0 flush rework 2 -
BC1102 10.0 recessed - 2 -
CI1102-SB 10.0 - “SB” 2 -
CI3102-SSX 12.0 - “SSX” 2 -

2-1/2” Deep — Gangable — 3” x 2” 
BC1104 12.5 recessed - 2 2
CI1104-B 12.5 - “B” 2 2

Device Boxes
Conduit Knockouts

Technical Specifications

“Screwlok” brackets for rework
installation. Max. wall thickness: 5/8”.

CI425
Recessed ears.

BC1102 CI1102-SB

“Wraparound” bracket for 1-5/8”
steel studs. With integral support
bracket. 

CI3102-SSX
Recessed ears.

BC1104 CI1104-B
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Technical Specifications

Device Boxes
Conduit Knockouts

Concentric knockouts. Recessed ears.

CI1104-K
Less ears.

BC1104-LE CI1104-SB

Concentric knockouts. “Wraparound”
bracket for 2-1/2” and 3-5/8” steel
studs. With integral support bracket. 

CI3104-KSSX
“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket. 

CI3104-SSX
Concentric knockouts. “Wraparound”
bracket for 2-1/2” and 3-5/8” steel
studs. With integral support bracket.
Brackets positioned for 2 layers of
1/2” Drywall.

BC3104-KSS1X-1
Recessed ears.

CI1004

Capacity Features Knockouts
Cat. No. (Cu. in.) ears bracket 1/2” ends 1/2” bottom 3/4” ends

2-1/2” Deep — Gangable — 3” x 2” 
CI1104-K 12.5 recessed - 2 2 2

BC1104-LE 12.5 - - 2 2 -
CI1104-SB 12.5 - “SB” 2 2 -
CI3104-KSSX 16.0 - “SSX” 2 2 2
BC3104-KSS1X-1 16.0 recessed “SSX” 2 2 2
CI3104-SSX 16.0 - “SSX” 2 2 -

3” Deep — Gangable — 3” x 2” 
CI1004 15.0 recessed - 2 2 -

Capacity Ground
Cat. No. (Cu. in.) Usage Screw Knockout Packaging

2” Deep — Non-Gangable — 3-3/4” x 4” x 2”
BCR2000 18.0 KO - 2 x 1/2 in. 25

CI66-PPH – – – – 50

NEW
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Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Technical Specifications

Capacity Features Pryouts
Cat. No. (Cu. in.) ears bracket ends

1-1/2” Deep — Gangable — 3” x 2” 
BC1100-L 8.0 flush - 4

BC1100-LLE 8.0 - - 4
CI1100-LRE 8.0 recessed - 4

2” Deep — Gangable — 3” x 2” 
CI425-L 10.0 flush rework 4
BC1102-L 10.0 flush - 4
BC1102-LH 10.0 - - 4

Flush ears.

BC1100-L
Less ears.

BC1100-LLE
Recessed ears.

CI1100-LRE

“Screwlok” brackets for rework
installation. Max. wall thickness: 5/8”.

CI425-L
Flush ears.

BC1102-L
Provision for external nailing.

BC1102-LH
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Technical Specifications

Flush ears.

CI775-L
“Swing-arm” rework brackets.
Max. wall thickness: 3/4”.

BC775-LD
Pivoting ends for rework installation.
Max. wall thickness: 1-1/8”.

BC777-LRB*
“Screwlok” brackets for rework
installation. Max. wall thickness: 5/8”.

CI525-L
Flush ears.

BC1104-L

BC1104-LB
Positioning tabs. Provision for external
nailing. Two embossed mounting slots
for internal screw installation.

BC1104-LHT
Mounting strap with prongs. 
Recessed 1/2”.

CI1104-LMS

Rework bracket for closed wall
applications. Max. wall thickness: 1”.

BC1104-LRW
One screw mounting. Provision for
external nailing. Positioning tabs for
1/2” and 3/4” drywall.

BC1304-LHTQ

Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

BC1104-LSSX

BC1104-LRB

Capacity Features Pryouts Knockouts
Cat. No. (Cu. in.) ears bracket ends 1/2” bottom

2-1/4” Deep — Gangable — 3” x 2” - For use with nonmetallic sheathed cable only

CI775-L 10.0 flush - 4 1
BC775-LD 10.0 flush rework 4 1
BC777-LRB* 11.0 - rework 4 1

2-1/2” Deep — Gangable — 3” x 2” 
CI525-L 12.5 flush rework 4 -
BC1104-L 12.5 flush - 4 -
BC1104-LB 12.5 - “B” 4 -
BC1104-LHT 12.5 - P. Tabs 4 -
CI1104-LMS 12.5 - “MS” 4 -
BC1104-LRB 12.5 flush - 4 -
BC1104-LRW 12.5 flush rework 4 -
BC1104-LSSX 12.5 - “SSX” 4 -
BC1304-LHTQ 14.5 - P. Tabs 4 -

Flat sides for rework applications.

* Non gangable
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Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Technical Specifications

Width Capacity Features Pryouts
Cat. No. (in.) (Cu. in.) ears bracket ends

2-1/2” Deep — Non-Gangable — 3” High
BC2104-LLE 2 12.5 - P. Tabs 4

BC2104-LLE-2 3-3/4 25.0 - P. Tabs 8
BC2104-LLE-3 5-1/2 37.5 - P. Tabs 12
BC2104-LLE-4 7-3/8 50.0 - P. Tabs 16
BC2104-LN 2 12.5 - P. Tabs/Nails 4
BC2104-LX 2 12.5 - P. Tabs 4
BC2304-LHTQ 2 14.5 - P. Tabs 4
BC2304-LHTQ-2 3-3/4 27.0 - P. Tabs 8
BC2304-LHTQ-3 5-1/2 39.5 - P. Tabs 12
BC2304-LHTQ-4 7-3/8 52.0 - P. Tabs 16
BC2104-LRB 2 12.5 - P. Tabs 4
BC2104-LRB-2 3-3/4 25.0 - P. Tabs 8

Holding prongs and prepositioned
depth tabs.

BC2104-LLE

2 gang. Holding prongs and
prepositioned depth tabs.

BC2104-LLE-2
3 gang. Holding prongs and prepositioned 
depth tabs.

BC2104-LLE-3

One screw mounting. Provision for
external nailing. Positioning tabs for
1/2” and 3/4” drywall.

BC2304-LHTQ
Self-locking spring clamps. Holding
prongs and pre-positioned depth
tabs. Raised ground screws.
Approved for nonmetallic sheathed
cable only.

BC2104-LX
Staked nails. Holding prongs and
prepositioned depth tabs.

BC2104-LN
Flat sides for rework
applications. 1 gang.

BC2104-LRB

4 gang. Holding prongs and prepositioned 
depth tabs.

BC2104-LLE-4

BC2304-LHTQ-2 BC2304-LHTQ-3 BC2304-LHTQ-4
2 gang. Holding prongs and
prepositioned depth tabs.

3 gang. Holding prongs and prepositioned 
depth tabs.

4 gang. Holding prongs and prepositioned 
depth tabs.

Flat sides for rework applications. 
2 gang.

BC2104-LRB-2
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Technical Specifications

Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket.

CI2104-LSSX
“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket. Brackets positioned
for 2 layers of 1/2” drywall.

CI2104-LSS1X-1
“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket. Brackets positioned
for 2 layers of 1/2” drywall.

CI2104-LSS2X-1
“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket.

CI2104-LSS2X

“Wraparound” brackets for 2-1/2” and 3-5/8” steel studs. With integral
support bracket. Brackets positioned for 2 layers of 1/2” drywall.

CI2104-LSS3X-1
“Wraparound” brackets for 2-1/2” and 3-5/8” steel studs. With integral
support bracket.

CI2104-LSS3X
Holding prongs and prepositioned
depth tabs on one side.

BC1504-LLE

Width Capacity Features Pryouts
Cat. No. (in.) (Cu. in.) ears bracket ends

2-1/2” Deep — Non-Gangable — 3” High 
CI2104-LSSA1X-1 2 12.5 - “SSX” 4
CI2104-LSSA2X-1 3-3/4 25.0 - “SSX” 8
CI2104-LSSX 2 12.5 - “SSX” 4
CI2104-LSS1X-1 2 12.5 - “SSX” 4
CI2104-LSS2X-1 3-3/4 25.0 - “SSX” 8
CI2104-LSS2X 3-3/4 25.0 - “SSX” 8
CI2104-LSS3X-1 5-1/2 37.5 - “SSX” 12
CI2104-LSS3X 5-1/2 37.5 - “SSX” 12

2-1/2” Deep — Non-Gangable — 3” High 
BC1504-LLE 2-1/4 15.0 - P. Tabs 4

“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket. Brackets positioned
for 2 layers of 1/2” drywall.

CI2104-LSSA1X-1 CI2104-LSSA2X-1
“Wraparound” bracket for 2-1/2” and
3-5/8” steel studs. With integral
support bracket. Brackets positioned
for 2 layers of 1/2” drywall.
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Technical Specifications

Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Capacity Features Pryouts
Cat. No. (Cu. in.) ears bracket ends

2-1/2” Deep — Gangable — 3” x 2” 
BC3104-LH 16.0 - P. Tabs 4
BC3104-LHTQ 16.0 - P. Tabs 4
BC3104-LSSX 16.0 - “SSX” 4
CI3104-LSS1X-1 16.0 - “SSX” 4
CI1804-LH 18.0 - P. Tabs 4

2-3/4” Deep — Non-Gangable — 3-3/4” x 2-3/16” 

BC2004-LH 18.5 - P. Tabs 4
BC2004-LHTQ 20.5 - P. Tabs 4

2-1/2” Deep — Non-Gangable — 3-3/4” x 2” 
CI2016-LX 18.5 - P. Tabs 4

Positioning tabs. Provision for external
nailing.

BC3104-LH
“Wraparound” bracket for 2-1/2” and 3-5/8”
steel studs. With integral support bracket.

BC3104-LSSX

Internally embossed slots for screw mounting.
Fixed positioning tabs for single 1/2” drywall
along with retractable positioning tabs for
double 1/2” drywall applications. Fixed
positioning tabs for outside wall applications.
Holding prongs. One screw mounting.

BC2004-LHTQ
Positioning tabs. External nailing.
Mounting slots for internal screw
installation. X-Cube adds 5.5  cu. in.

CI1804-LH
Provision for external nailing.  Holding
prongs and prepositioned depth tabs 
on one side.

BC2004-LH
Self-locking spring clamps. Holding prongs and
pre-positioned depth tabs on one side.
Approved for nonmetallic sheathed cable
only.

CI2016-LX

First 1/2” Drywall Second 1/2” Drywall

2-1/2”
Steel Stud

“X” Bracket
(bent)

Top View

CI3104-LSS1X-1

BC3104-LHTQ
One screw mounting. Provision for
external nailing. Positioning tabs for
1/2” and 3/4” drywall.

“Wraparound” bracket for 2-1/2” and 3-5/8” steel
studs. With integral support bracket. Brackets
positioned for 2 layers of 1/2” drywall.

CI3104-LSS1X-1
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Technical Specifications

Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Technical Specifications

Capacity Features Pryouts
Cat. No. (Cu. in.) ears bracket ends

3” Deep — Gangable — 3” x 2” 
BC1004-L 15.0 flush - 4
BC1004-LH 15.0 - P. Tabs 4
CI1004-LB 16.0 - “B” 4
BC1018-LHTQ 18.0 - P. Tabs 4
BC1304-LHT 14.5 - P. Tabs 4
BC3004-LH 18.0 - - 4
CI3004-LSSX 18.0 - “SSX” 4
CI3004-LSSX-1 18.0 - “SSX” 4

Flush ears.

BC1004-L
Positioning tabs. Provision for external
nailing. Two embossed mounting slots
for internal screw installation.

BC1004-LH CI1004-LB

Provision for external nailing.

BC3004-LH
1” recessed brackets for 2-1/2” and 3-5/8” steel
studs. Brackets positioned for 2 layers of 1/2”
drywall.

CI3004-LSSX-1

First 1/2” Drywall Second 1/2” Drywall

2-1/2”
Steel Stud

“X” Bracket
(bent)

Top View

CI3004-LSSX-1

BC1018-LHTQ
One screw mounting provisions for
external nailing.

BC1304-LHT
Provision for external nailing.

Side bracket wood stud
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24

Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Technical Specifications

Capacity Features Pryouts
Cat. No. (Cu. in.) ears bracket ends

2” Deep — Gangable — 3” x 2” 
CI3102-LSSAX 12.0 - “SSX” 4

2-1/2” Deep — Gangable — 3” x 2” 
BC1104-LA 12.5 flush - 4
BC1104-LHA 12.5 - P. Tabs 4
CI1104-LMSA 12.5 - “MS” 4
BC1104-LSSAX 12.5 - “SSX” 4

3” Deep — Gangable — 3” x 2” 
CI3004-LSSAX-1 18.0 - “SSX” 4

“Wraparound” bracket for 1-5/8” steel studs.
With integral support bracket.

CI3102-LSSAX
Flush ears.

BC1104-LA
Positioning tabs. Provision for external
nailing. Two embossed mounting slots
for internal screw installation.

BC1104-LHA

Mounting strap recessed 1/2”.

CI1104-LMSA
1” recessed brackets for 2-1/2” and
3-5/8” steel studs. Brackets
positioned for 2 layers of 1/2”
drywall.

CI3004-LSSAX-1

First 1/2” Drywall Second 1/2” Drywall

2-1/2”
Steel Stud

“X” Bracket
(bent)

Top View

BC1104-LSSAX
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Technical Specifications

Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Holding prongs and prepositioned
depth tabs.

CI2104-LLEA
“Wraparound” bracket for 2-1/2” and 3-5/8”
steel studs. With integral support bracket.

CI2104-LSSAX

2 gang. “Wraparound” bracket for 2-1/2” and 3-5/8”
steel studs. With integral support bracket.

CI2104-LSSA-2X

Width Capacity Features Pryouts
Cat. No. (in.) (Cu. in.) ears bracket ends

2-1/2” Deep — Non-Gangable — 3” High 
CI2104-LLEA 2 12.5 - P. Tabs 4
CI2104-LSSAX 2 12.5 - “SSX” 4
CI2104-LSSA-2X 3-3/4 25 - “SSX” 8 
CI2104-LSSA-3X 5-1/2 37.5 - “SSX” 12

CI2104-LSSA-3X
3 gang. “Wraparound” bracket for 2-1/2” and 
3-5/8” steel studs. With integral support bracket.
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Capacity Features Pryouts
Cat. No. (Cu. in.) ears bracket ends

2-1/2” Deep — Non-Gangable — 3” x 2-1/4” 
CI1504-LSSAX 15.0 - “SSX” 4

2-1/2” Deep — Gangable — 3” x 2” 
CI3104-LHA 16.0 - P. Tabs 4
BC3104-LSSAX 16.0 - “SSX” 4
CI3104-LSSA1X-1 16.0 - “SSX” 4
BC3104-LSSX 16.0 - P. Tabs 4

2-3/4” Deep — Non-Gangable — 3-3/4” x 2-3/16” 
CI2004-LHA 18.5 - P. Tabs 4

3” Deep — Gangable — 3” x 2” 
CI1004-LHA 15.0 - P. Tabs 4
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Device Boxes
Armoured and Nonmetallic Sheathed Cable Clamps

Technical Specifications

“Wraparound” bracket for 2-1/2” and 3-5/8”
steel studs. With integral support bracket.

CI1504-LSSAX
Positioning tabs. Provision for external
nailing.

CI3104-LHA

“Wraparound” bracket for 2-1/2” and 3-5/8” steel
studs. With integral support bracket.

BC3104-LSSX
Provision for external nailing. Holding
prongs and pre-positioned depth tabs.

CI2004-LHA
Positioning tabs. Provision for external
nailing. Two embossed mounting slots
for internal screw installation.

CI1004-LHA

“Wraparound” bracket for 2-1/2” and 3-5/8” steel
studs. With integral support bracket.

BC3104-LSSAX

1” recessed brackets for 2-1/2” and 3-5/8” steel
studs. Brackets positioned for 2 layers of 1/2”
drywall.

CI3104-LSSA1X-1
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Device Boxes

Our “LA” cable clamp:
This clamp has been designed
so that the anti-short bushing
and the armour butt-up against
a retaining wall built into the
clamp.

Did you know...
When armoured cable (BX) is terminated in a device box, an anti-short bushing must be inserted
between the conductors and the armour of the cable. Also, there must be a means of preventing

the armour from entering into the box beyond the cable clamp.
Iberville® has two solutions that accomplish these tasks. 

A
“ L A ”  C A B L E  C L A M P

Our dual usage boxes feature retaining
flanges built into the bottom of the
spacer that in unison with the cable
clamp, hold the anti-short bushing in
place and prevent the armour from
penetrating into the box.

D U A L  U S A G E  B O X

B
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